
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

WASP 
Warning Alarm for 
Stability Protection 

 
 
 
 
    

 FEATURES AND BENEFITS   
    

 Portable and light weight with rapid deployment Audio and visual alarms for any scenario 

 User programmable SMART functions Simple standardised operating procedure 

 Configurable alarm settings Applicable to a wide range of emergency scenarios 

 Magnetic base for rapid site deployment High impact resistant composite body 

    
 

 www.wasp-rescue.com 



 
 
 
 
 
 
 

 

SPECIFICATION 
 
 
 

SAMPLE FREQUENCY 100hz 
   

MEASUREMENT RANGE 360 Degrees in 3 
 directions (3 degree 
 movement range in 
 operation) 
   

RESOLUTION +/-0.01mm 
   

ACCURACY +/-0.1mm 
   

POWER REQUIREMENTS 4 x 1.5V C Cell Batteries 
   

DIMENSIONS   

HEIGHT 140mm 

DEPTH 150mm 

WIDTH 170mm 
   

TOTAL WEIGHT 3.15kg 
WITH BATTERIES   
   

MATERIALS   

BODY High impact 
 resistant composite 

LID Plastic 

MAGNETIC CONTACT PAD Galvanised Steel 
 and Rubber  

 
 
 

OPERATIONAL BATTERY Continuous use - 
CAPACITY 1 week 
  

MAGNETIC CONTACT PAD  

PULL FORCE 40kg 

SHEAR FORCE 25kg 
  

CONTROLS  

MOVEMENT Dial setting 
 0.1o -2.6o 

VIBRATION Dial setting 
 0.5hz to 100hz 

POWER On/Off 

SET Arm/Disarm 

VOLUME Off/High 

ALARMS  

AUDIBLE Siren (adjustable) 

VISUAL 8x red LED Strobes 
  

WATER/DUST PROOF IP 66  
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 CONTACT DETAILS   

Dynastart Tools 0342-473991 
Veemweg 7  

info@dynastarttools.nl 
3771 MT Barneveld  

 

www.dynastarttools.nl   
    


